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EROPOSED IMPROVEMENTS: @ epoxy COATED, DEFORMED NO. 6 TIE BAR, 30° LONG @ 30" C.-C. (COST IS INCLUDED
. IN THE PAY ITEM JOINTED PCC PAVEMENT)
EXISTING CONDITIONS: (D) HOT-MIX ASPHALT SURFACE REMOVAL, 2 1/2
EPOXY COATED, DEFORMED NO. 6 TIE BAR, 24" LONG @ 24" C.-C. (COST IS INCLUDED
(® SUB-BASE GRANULAR MATERIAL 4" (® PAVED SHOULDER REMOVAL @ O O P FOR CouE CoNC CURE & ‘CUTTER o SOINTED PCC PAVEMENT
PCC CONRETE BASE COURSE 9" LEVELING BINDER (MACHINE METHOD), N70, 3/4"-2 174" @ EPOXY COATED, DEFORMED NO.8 TIE BAR, 24" LONG © 24" C.-C. (COST IS INCLUDED
(©) HMA OVERLAY 47-9" HOT-MIX ASPHALT BINDER COURSE, IL-13.0, N70, > 2 1/4” MIN. IN THE PAY ITEM FOR PCC PAVEMENT WIDENING)
(©) A OVERLAY 117-14” (@ POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “F", N30, 1 3/4" JOINTED PCC PAVEMENT, 3 1/2"
o STABILIZED SUBBASE - HMA, 4 1/2"
©® PCC PAVEMENT 9-7-9 (® P.C.C. BASE COURSE, 9 1/2 e
© HmA BASE COURSE WIDENING 9 (©) SUBTBASE SRANLLAR MATERIAL, TYPE B, < @ TOPSOIL, FURNISH ANI'I) PLACE, 4, FERTILIZER NUTRIENTS
©) HMA SHOULDERS 8" (7) COMBINATION CURB & GUTTER, TYPE B-6.24 SEEDING OR SODDING Pt '
() COMBINATION CURB & GUTTER B-6.24 HOT-MIX ASPHALT SHOULDERS, 8" PCC SIDEWALK, 57
(@) AGGREGATE SHOULDERS, TYPE B 8" « SEE EARTHWORK CALCULATIONS AND CROSS SECTIONS
777 1TEM TO BE REMOVED ' REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL
2 STRIP REFLECTIVE CRACK CONTROL TREATMENT RECOMMENDED 12" UNDERCUT FOR PAVEMENT WIDENING
€0 TEMPORARY SOIL RETENTION SYSTEM &t-GéE-SéTiAC§§ig%)TO STA. 43414
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